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Specifications

Boat Details

Price POA Boat Brand Yamaha

Model F75 Length 0.00

Year 2025 Category Boat Engines and Outboards
Hull Style Hull Type

Power Type Power Stock Number F75LB

Condition New State Western Australia

Suburb CANNING VALE Engine Make

Disclaimer

Our company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant the condition of
the vessel. A buyer should instruct his agents and/or surveyors to investigate such details buyer desires validated. This vessel is offered subject to
prior sale, price change or withdrawal without notice.
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Description

With its advanced 16-valve, four-valve-per cylinder, Single Overhead Camshaft (SOHC) design and large 1.8 Litre
displacement, the F75 delivers the ultimate combination of unbridled power and refined performance for the
mid-range outboard market. The F75’s lightweight powerhead configuration, refined shaping of the combustion
chamber and lean fuel burn technology, means this outboard is extremely fuel efficient, while also delivering an
exceptionally smooth and quiet riding experience. This outboard is compatible with Yamaha’s comprehensive range
of Command Link gauges and NMEA2000 compliant, meaning you can share engine information with third party
multi-function displays, GPS and fish finder systems.Technical Specification

HeightL: 516 [20.3]

WeightL: 162 X: 166

Engine4-Stroke, 16 Valve SOHC In-line 4 Cylinder

Displacement1832.0

Bore81 X 88.9

Max RPM5000 - 6000

LubricationWet sump

FuelEFI

IgnitionTCl

StarterElectric

Alternatorl2V - 35A with rectifier regulator

OperationMechanical Control (Optional Tiller Handle Available)

TiltPower Trim & Tilt

GaugesOptional

Network GaugesOptional

Gear Ratio2.15:1

Lpd Switchl

Engine Details
Horse Power 75

Disclaimer

Our company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant the condition of
the vessel. A buyer should instruct his agents and/or surveyors to investigate such details buyer desires validated. This vessel is offered subject to
prior sale, price change or withdrawal without notice.



